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SNSS-UCL Hex Socket Head Cap Screws (SUSXM?7 / Cleanroom Washing/Cleanroom %kin )

~Cleanroom wash & packaging Stainless steel
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® Material/Finish O rots i
=
SNSS-UCL s =
: SUSXM7 (Equivalent to SUS304)
Main Body ‘USC Cleaning
Strength Class ‘AZ -70
® SUSXM7 hex socket head cap screw.
® Cleanroom wash/cleanroom packing provided.
® For parts embedded in FPD production devices,
semiconductor manufacturing devices, medical
equipment, or food machinery, or used in
cleanrooms.
® Conforms to JIS B 1176, ISO 4762, and DIN 912.
® Application
FPD manufacturing equipment / Semiconductor manufacturing equipment /
Medical equipment / Food related machinery
Unit:mm
M (Coarse)
Part Number <[ PSS —— T L ¥] D1 L B Mass (g)  Qty per Pack
SNSS-M2-UCL | M2 04 (34568 10 | | 382 |15 016-03 |10
SNSS-M2.5-UCL | M25 045 | 4|5 6|8 1012 | | | |45 25 2 035-059 10
SNSS-M3-UCL M3 o5 | 5 6 8 101216 | | 553 25 067-12 10
SNSS-M4-UCL M4 07 | | 56 8 10120162025 |7 |4 3 |14 -32 |10
SNSS-M5-UCL M5 08 | | | 68 1012162025 | 855 4 22 -48 |10
SNSS-M6-UCL M6 M | | | 81012116 20253010 6 |5 |43 -83 |10
® \When purchasing less volume than one full bag, a separate handling fee is charged. For details, see the Sold Separately Service.
® Part Number Specification
SNSS M5-25- UCL
(l «oa (]
1 Individual Sales % Cleanroom Wash & Packaging (' Screw Length Adjustment ) Vibration Resistant  [f= Modification process for captive use
Available / Add'l charge ‘Cleanroom washed and packed‘Available / Add'l charge ‘Not Available ‘Not Available
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